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SC300 Compact Gearless SC400 Compact Gearless

The synchronous COMPACT-
Gearless SC 300 is our workhorse 
for superior lifts. Capable of rated 
loads up to 1600kg with 2:1 sus-
pension or for operating speeds up 
to 3.5m/s.

Super Quiet Machine
Thanks to its excellent efficiency the 
SC 300 can pass on an additional 
ventilation. This results in a comfort-
able low sound-pressure level.

Excellent Motor Control
The vector controlled, synchronous 
machines with permanent magnet 

excitation are known for outstanding 
driving comfort. They are available in 
several power classes ranging from 10 
kW up to 24.8 kW and as standard in 
protection class IP 54 (splash resistant 
from all directions).

Compact Design
As synchronous machine with a 
monobloc housing the SC 300 is very 
space-saving in both the S- an the 
M-version.

Package Solution
High precision machine frames 
facilitate the construction of lifts with 

double wrap. If desired you can also obtain 
a frame for single wrap.

Double Safety
The type-tested dual-circuit disc brake 
ensures safety at the best. This device 
is certified as safety brake according to 
the European standard for lifts EN 81. An 
additional and costly braking system for 
upwards braking operation is thus not 
necessary.

Maintenance-Free
Due to its design our COMPACT-Gearless 
has a small number of mechanical compo-
nents. In addition, since no oil is needed, a 
positive effect on maintenance and product 
life is achieved.

The synchronous COMPACT-
Gearless SC 400 is the drive for 
high-speed lifts and heavy loads. 
Capable of rated loads up to 2750 
kg with 2:1 suspension or for ope-
rating speeds up to 4.0 m/s. 

Super Quiet Machine
Machine with an excellent efficien-
cy. This results in a comfortable low 
sound-pressure level. The separate 
ventilation is for defined heat removal.

Excellent Motor Control
The vector controlled, synchronous  
machines with permanent magnet  
excitation are known for outstanding  
driving comfort. They are available  
in several power classes ranging from  
19.4 kW up to 48.6 kW and IP44 as stan-
dard protection class.

Compact Design
As synchronous machine with a mono-
bloc housing the SC 400 in both version 
(S- and M-version) is very compact and 
space-saving built.

Package Solution
High precision machine frames facilitate 
the construction of lifts with double wrap. If 
desired you can also obtain a flat frame for 
single wrap.

Maintenance-Free
Due to its design our COMPACT-Gearless  
has a small number of mechanical compo-
nents. In addition, since no oil is needed, a 
positive effect on maintenance and product 
life is achieved.

Double Safety
The type-tested dual-circuit brake ensures 
safety at the best. This device is certified 
as safety brake according to the European 
standard for lifts EN 81. An additional and 
costly braking system for upwards braking 
operation is thus not necessary.

Trend-setting up 2750 kg or 4.0 m/s with 2:1 suspension

Type Rated load Q [kg] Car weight F [kg] Operating speed v [m/s] 

SC 400 S 1600 3200 3,5 - 4,0

SC 400 S 1800 3600 2,5 - 3,0 

SC 400 S/M 2000 3600 1,6 - 4,0

SC 400 M 2500 3800 2,5 

SC 400 M 2750 3300 1,6 - 2,0

Trend-setting up to 1600 kg or 3.5 m/s with 2:1 suspension

Rated Load Q [kg] Cabin Weight F [kg] Operating Speed v [m/s] 

1000 1350 1.0 -  3.5 

1150 1700 1.0 -  3.5 

1250    1900 1.0 -  3.5 

1350    2200 1.0 -  2.5 

1600    2300 1.0 -  2.5
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